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Amendments to the Claims: 

This listing of claims will replace all prior versions and listings of claims in the 
application: 
Listing of Claims; 

1-20. (Cancelled) 

21. (Currently Amended) Th e air induction body cioacmbly of Claim 13 
wh e rein An air induction body assembly for a vehicle, comprising: 

a carrier having a first sealing interface for a manifo ld and a second 

sealing interface for an engine cylinder: 

at least one air opening extending through said carrier, said at least one air 
opening for communicating air to the engine cylinder: 

at least one valve mounted to said carrier, said at least one valve for 

controlling the communication of air through said at least one opening: 

said carrier having a support for a fuel iniector. said fuel injector suppo rted by 
said support; and 

said fuel injector tea -having a length and said carrier ha&-having_a thickness, said 
thickness less than said length. 
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22. (Currently Amended) Tho air induction b edy- assembly of Claim 13 

wh e rein An air induction body assembly for a vehicle, comprising: 

a carrier having a first sealing interface for a manifo ld and a second 

sealing interface for an engine cylinder; 

at least one air opening extending through said carrier, said at least one air 

opening for communicating air to the engine cylinder: 

at least one valve mounted to said c airier, said at least on e valve for 

controlling the communication of air through said at least one opening; 

said carrier having a support for a fuel injector, said fuel injector su pported by 
said support; and 

said fuel injector feas -having a discharge end portion for discharging fuel spaced 
from a receiving end portion for receiving fuel, said at least one valve located closer to 
said discharge end portion for discharging fuel than to said receiving end portion for 
receiving fuel. 

23. (Previously Presented) The air induction body assembly of Claim 22 
wherein said at least one valve is located proximate said discharge end portion for 
discharging fuel. 

24. (Cancelled) 



3 

PAGE 314 * RCVD AT 8/23/2005 2:14:25 PM [Eastern Daylight Time] * SVR:USPTO-EFXRF-6J24 * DNIS:2738300 * C8ID: 1 24S9888363 * DURATION (mm-ss):01-04 



08/23/^005 TUE 14:18 FAX 12489888363 Carlson, Gaskey & Olds 



